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BETWEEN HISTORY AND MODERNITY
The city of Bath is built around water. Since
ancient times, its development has been
rooted in the presence of water, of which the
river Avon is the symbol. The river is the matrix
of the city and it defines its geography.
Between history and modernity, the footbridge
will be a symbol of this attention to the
surrounding landscape, to the qualities of its
environment and to the presence of its built
history.

The thin steel structure
is complemented by a
stone deck composed of
reinforced stone slabs.
The edges of the deck
are illuminated at night
by a continuous beam
of light integrated in the
railings, enhancing the
elongated lines of the
structure.

The historic town is transformed today as it
opens to the river. We wish to accompany
this transformation by creating a gentle tie;
gentle by the nature of the connections that
it proposes; gentle by the topography of the
suggested route; gentle by the choice of
an orthogonal alignment to the river banks,
extended by an elongated curve to connect
with the future development.

urban continuity

The new footbridge is as
delicate as the river it
crosses. It is a specific
structure, designed for
this unique location that
expresses the generosity
of the public realm. As
a balcony on the river
Avon, sustainable through
its enduring quality, the
bridge will become a
new symbol of Bath’s
relationship with water.

The structure of the footbridge adapts to
the scheme of stresses while accompanying
the pedestrian pathway: delicate, efficient
and variable. The steel structure changes,
and its variation expresses the attention
to a form of frugality, of distinction in the
landscape; a variation of curves that enhances
the topography to express a delicate fabric
contemporary, but inscribed in the historical
tradition of the city of Bath.

bridge abutments
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